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Ample Scientific  

Pg | 4 

 Specifications 

 Maintains constant temperature 

in the inner chamber through 

vortex heat dispensing system 

 Life extending temperature con-

trolled motor 

 Variable speed producing G-

force up to xg 

 Digital Display and digital Con-

trol 

 Stainless Steel inner bowl  

 Optional hydraulic pressure lid 

that can hold itself up at differ-

ent angle 
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Item Specification 

Speed 0 – 5000 RPM 

Speed Control Digital 

Rcf 4100 xg 

Timer 0-99 mins 

Timer Control Digital 

Noise Level ≤70dB 

Power 110V 60Hz 

Motor Brushless 

Weight 17.5 Kg 

Size (L x W x H) 462 x 362 x 318 mm 

  

  
Rotor 

Swing Duralumin Rotor (15 ml x 8) Standard 

Swing  Duralumin Rotor (50ml x 4) Optional 

AR8 Rotor (15ml x 8) Optional 

AR24 Rotor (15ml x 24) Optional 

Microplates (2 x 96) Optional 

  

  
Rotor Tubes 

Stainless Steel (15ml x 8) Standard 

Stainless Steel (50ml x 4) Optional 

PC tube AR8 Rotor (15ml x 8) Optional 

PC tube AR24 Rotor (15ml x 24) Optional 

Features 


