
 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Model 
Specification 

SM-13 SM-13LL SM-24 SM-24LL 

Head 45ɕ inclined binocular head 

Eyepiece WF 10X/19mm 

Working Distance 95mm 

Interpupilary 
Distnace 

55-75mm 

Illumination No Illumination Top & Bottom 
LED Illumination 

No Illumination Top & Bottom 
LED Illumination 

Power 90V-250V 50Hz/60Hz 

Objectives 1X  and  3X 1X  and  3X 2X and  4X 2X and  4X 

Total 
Magnification 

10X and 30X 10X and 30X 20X and 40X 20X and 40X 

Dual Magnification Stereo Microscope  

¶ Safe and durable wall-support stand 

allows for one-hand operation 

¶ Ergonomic fan-shaped base provides 

large working area while keeping 

footprint compact 

¶ Optional energy conserving LED 

illumination on top and bottom 

¶ 4 configurations available  

Objective Magnification Visual Field 

1X 19.0 mm 

2X 9.5 mm 

3X 6.3 mm 

4X 4.8 mm 

 



 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

Model 
Specification 

SM-Plus-13 SM-Plus-24 

Head 45ɕ inclined binocular head 

Eyepiece WF 10X/20 

Working Distance 100mm 

Interpupilary 
Distnace 

55-75mm 

Illumination Reflected (30LED Bulbs) and 
Transmitted LED illumination 

Power 85V-265V 

Objectives 1X  and  3X 2X and  4X 

Total 
Magnification 

10X and 30X 20X and 40X 

Dual Magnification Deluxe Stereo Microscope  

¶ Ergonomic handle makes transporting 

microscope safe and secure 

¶ Safe and durable dove-tail stand  

¶ Super bright illumination with 30 LED 

bulbs for incident light 

¶ Unique stage plate creates uniform 

transmitted illumination 

¶ Adjustable top and bottom illumination 

¶ Extra long working distance 

Objective Magnification Visual Field 

1X 20.0 mm 

2X 10.0 mm 

3X 7.5 mm 

4X 5.0 mm 

 



 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

Model 
Specification 

SMZ7-B SMZ7-BLL SMZ7-T SMZ7-TLL 

Head 45ɕ inclined 
Binocular  

45ɕ inclined 
Binocular 

45ɕ inclined 
Trinocular 

45ɕ inclined 
Trinocular 

Eyepiece WF10X/20mm 

Interpupilary Distance 50mm-75mm 

Zoom Range 0.65X-4.5X 

Range of Magnification 6.5-45X 

Working Distance 100mm 

Visual Field  32-4.4mm 

Illumination No Illumination Top& Bottom 
LED Illumination 

No Illumination Top & Bottom 
LED Illumination 

Power N/A 90V-250V 
50Hz/60Hz 

N/A 90V-250V 
50Hz/60Hz 

Zoom  Stereo Microscope  

¶ Zoom range of 0.65X-4.5X (Zoom ratio of 1:7) 

¶ Continuous magnification from 6.5 ς 45X on 

standard models 

¶ Magnification dial located on side of 

microscope 

¶ Fan-shaped base provides large working area 

¶ Durable guided-rail stand secures microscope 

head in place and allows for one-hand 

operation 

¶ Diopter adjustment on both eye tubes 

¶ 4 configurations available  

Fluorescent 
Ring Lights LED Ring Light 

Fiber Optics 
Illuminator Boom Stand CMOS Camera 



 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

 
Model 

Specification 
SMZ10-B SMZ10-BLL SMZ10-T SMZ10-TLL 

Head 45ɕ inclined 
Binocular  

45ɕ inclined 
Binocular 

45ɕ inclined 
Trinocular 

45ɕ inclined 
Trinocular 

Eyepiece WF10X/20mm 

Interpupilary Distance 50mm-75mm 

Zoom Range 0.75X-7.5X 

Range of Magnification 7.5-75X 

Working Distance 102mm 

Visual Field  26.7-2.7mm 

Illumination No Illumination Top& Bottom 
LED Illumination 

No Illumination Top & Bottom 
LED Illumination 

Power N/A 90V-250V 
50Hz/60Hz 

N/A 90V-250V 
50Hz/60Hz 

Zoom  Stereo Microscope  

¶ Zoom range of 0.75X-7.5X (Zoom ratio of 1:10) 

¶ Continuous magnification from 7.5 ς 75X on 

standard models 

¶ Magnification dial located on side of 

microscope 

¶ Fan-shaped base provides large working area 

¶ Durable guided-rail stand secures microscope 

head in place and allows for one-hand 

operation 

¶ Diopter adjustment on both eye tubes 

¶ 4 configurations available  

Fluorescent 
Ring Lights LED Ring Light 

Fiber Optics 
Illuminator Boom Stand CMOS Camera 


